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4.0 Charge the Battery

(1 Insert the power adapter(100~240V 50/60HZ),connect the output end to the GA005 balance charger, the
balance charger is red LED at this time.

(@ Insert the balanced pin of LiPo battery into GA005.

(® During charging, Red LED is continuously flashing.
If saturated, Red LED becomes solid green lighting.

Please refer to Page 13
for details of GAOO5

balance charger.
Charging jack for 11.1V battery

5.0 Assemble Front

Clockwise propeller Counterclockwise

(white cap) propeller(black cap)

e Install propellers

Fix the clockwise propeller(white cap) onto the
clockwise motor according to the direction of

arrow, and fix the counterclockwise

propeller(black cap) on the counterclockwise motor
according to the direction of arrow.

Tighten the propellers manually and make sure

the propeller is installed in proper way and fastened.

Counterclockwise
propeller(black cap)

VALY
Clockwise propeller
(white cap)

e Battery installation

Put the Lipo battery into the body, and fix it with belt.
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6.0 Ready for flight

6.1 Binding of the Runner 250

(1 Put all the function switches to the 0 position, put all trims/knobs to the Middle position,
move the throttle to the lowest position, then turn on the radio.

(@ Put the aircraft in horizontal position, then connect the aircraft power.

(3@ After 5 sec. the red LED light will stop flashing indicating that the code binding has finished.

6.2 Motor Unlock / Lock

® Motor Unlock

After binding the DEVO F7/DEVO 7 to the Runner 250, Check that all trims are neutral, the throttle stick is
ALL the way Down with the display indicating 0% throttle. Check that ALL switches are in the UP position.
Gently push the throttle stick down and move the rudder (YAW) stick to the left side.

(on mode 2 radios throttle and rudder is the same stick)

You will see the RED LED light turn on, indicating that motors are unlocked.

Be very careful at this point, as pushing the thottle up will start the motors. You can test by pushing the stick
up a little, the motors should start.

Mode1 (Throttle stick on the right) | Mode2 (Throttle stick on the left)

Rudder stick & i ELEV stick
Throttle stick Throttle / Rudder stick

@ Motor Lock

Lock the motors by moving the throttle stick all the way down and the rudder (YAW) stick all the way to the right.
The RED LED light will go out when the motors are disarmed.

TEST: Push the throttle stick up Mode1 (Throttle stick on the right) | Mode2 (Throttle stick on the left)
a little, the motors will not start

when locked.

NOTICE: The motors are LOCKED
by default after successful binding. Throttle stick

Rudder stick I ELEV stick

Throttle / Rudder stick
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